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Wiring Color Codes
	 	 	

	 Function	 SJ Cord	 Internal

	 Switched Hot (120-277V)	 Black	 Black

	 Neutral	 White	 White

	 Ground	 Green	 Green

	 0-10V Dimming (+)	 Red	 Purple

	 0-10V Dimming (-)	 Blue	 Grey

Wiring

Make electrical connections per chart. 

WIRING MUST CONFORM TO LOCAL CODES

Finish
At each Junction Box raise Canopy Cover (Fig. 4 – G) to Junction Box ( Fig. 4 – L) 
and raise the Collar (Fig. 4 – G) to the Canopy Cover. Tighten the Set Screw (Fig. 
4 –  O) with Allen wrench. Reinstall the Reflectors, with Tabs at the top edge of 
the Reflector (Fig. 6 – U) into the slots in the LED Tray. Tilt the bottom edge to the 
outside of the fixture, then turn Cams to hold the reflector in place.

Lenses
Start at either end of the fixture run and locate the lens labeled to match the 
fixture section. Insert the lens into the aperture at the end cap placing about 1/8" 
of the lens under the End Cap Lip (Fig. 7 – V). Press the lens firmly in the aperture 
snapping it in place along its length. For adjoining sections, place the next lens 
end adjacent to the previous lens and snap in place. At the final section, install 
the lens so about 1/8" is under the final end cap. Note: Lenses are precision cut 
slightly short of the overall length of the run. This allows for heat expansion. Slight 
gaps between lenses will close when the fixture is on. For single section fixtures, it 
may be necessary to bow the lens slightly (Fig. 7 – W) to insert each end under the 
End Cap Lip.

Service and Repair
DO NOT attempt to repair fixtures without first contacting the factory. 
Improper repair actions will void the warranty and can result in damage to the 
fixture components. Driver and LED components are custom configured at the 
factory. Generic replacements CANNOT be used. If any parts need replacing, 
they can be obtained from the factory; properly configured for each fixture. 

If directed to make a repair, turn off power to the fixture before 
disassembly. CAUTION: Some fixtures have multiple circuits running through 
the wiring compartment including un-switched circuits. BE SURE all power 
is off before servicing. 

Disassembly and reassembly have been detailed previously within installation 
instructions; refer back where required. 

2" & 4" VersaLux LED Pendants
Direct/Indirect Stem Mount Pendant with Internal Driver

Series PH
Installation Instructions
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